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Directional and angle-resolved optical scattering
of high-performance translucent polymer sheets
for energy-efficient lighting and skylights
Jacob C. Jonsson, Geoffrey B. Smith, Christine Deller, and Arne Roos
Transparent refractive-index matched micro (TRIMivl) particles have proved to be an excellent scattering
component for use in translucent sheets. Measurements of hemispheric transmittance and reflectance
versus angle of incidence, as well as angle-resolved studies of such translucent sheets, have been carried
out to complement earlier published hemispheric reflectance and transmittance spectral measurements
carried out at normal angle of incidence. Hemispheric values relative to angle of incidence are of interest
for daylighting applications and building simulations, and angle-resolved measurements are vital for
verifying that our modeling tools are reliable. Ray-tracing simulations based on Mie scattering for the
individual TRIMM particles and angle-resolved measurements are in good agreement, indicating that the
simulation method used is practical for the. design of new scattering profiles by varying particle concen-
tration or refractive index. © 2005 Optical Society of America
GGlS codes: 160.4760, 160.5470, 290.5850, 120.6200, 290.4020, 290.4210.
1. Introduction
Increased energy costs in combination with limited
power capacity and the obligation to honor the Kyoto
Protocol has led to increased interest in energy-
efficient building technologies. An important contri-
bution to a building's annual energy balance is
provided by the Sun. Solar irradiation can contribute
to heating in the winter but unfortunately also to
overheating in the summer. The use of modern solar
control glazing with low-E coatings can considerably
reduce energy consumption by allowing the solar ra-
diation to enter through windows in the winter or by
reflecting most of it back to the outside in the sum-
mer. Control of glare and day lighting inside a build-
ing are also important issues. It is well known that
natural daylight is important for people who spend
their time indoors. It is a-difficult problem to provide
natural daylight without creating problems with
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glare at the same time. Therefore daylight should be
provided by diffuse light, and direct radiation should
be avoided. Diffuse light is more relaxing and is also
more evenly distributed to different parts of the in-
terior. Diffusing glass and plastic sheets have been
available for a long time, but a general problem is
enhanced backscattering, which seriously reduces
the transmittance of such devices.
This paper is a continuation of our previous study
of transparent refractive-index matched micro
(TRIMlYI) particles as the scattering element in
translucent sheets for use in lighting applications 1
and demonstrates and validates a ray-tracing
method for simulation of the scattering profile at nor-
mal angles of incidence. The initial study was limited
to normal-incidence spectral data, and in this paper
we examine the actual scattering profile and the ef-
fects of varying the angle of incidence for both hemi-
spheric and directional transmittance. A number of
applications in lighting technology follow from the
ability of these sheets and polymers to scatter almost
exclusively in the forward direction. Translucent
sheets based on nonabsorbing polymer microparticles
randomly dispersed in a transparent polymer have
several advantages over traditional pigmented trans-
lucent sheets. Low backscattering and negligible ab-
sorption are the main advantages achieved by
replacing traditional white pigments with TRIM:M
particles. Not only do these properties yield high
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Fig. 1. Top-view schematic of the integrating spheres used for
hemispheric measurements of scattering samples at oblique angles
of incidence. (a) In the transmittance sphere, both sample and
sphere rotate about an axis through the entrance port. (b) For the
reflectance sphere, the sample (lighter shading) and the sample
holder (darker shading) rotate, but the sphere is fixed, Both figures
show the angle of incidence, e, which is measured with respect to
the surface normal.
transmittance but they also allow for easy tailoring of
the output-light distribution without adversely af-
fecting the number of lumens transmitted.
The scattering profile in general depends on sheet
thickness, particle size, particle concentration, and
particle refractive index. In this case particle size is of
much less importance than for traditional scatterers,
and in large enough particles (greater than approxi-
mately 6 urn) it can be neglected. It would be prefer-
able to have a closed analytical expression for the
scattering profiles that contain the material param-
eters of interest but, because of multiple scattering,
finding such an expression is not an easy task, if it is
possible at all. Instead it is necessary to resort to use
of ray-tracing simulation programs for determination
of scattering profiles of materials still in the design
phase. This approach is clearly preferable to actually
producing several components with a wide range of
concentrations for experimental characterization.
The TRIMM particle sheets did not show any ab-
sorption at normal angles of incidence, but it is of
interest to verify that such would also be true for
oblique angles of incidence. Loss of transmittance
owing to increased specular reflectance from the
smooth sample surfaces is expected. Side loss, i.e.,
light escaping from a sample's sides, can also be ex-




Single-beam integrating spheres, such as those
shown in Fig. 1, do not give correct reflectance and
transmittance values by simply dividing the sample
signal by the reference signal. Corrections used in
this paper were derived and are thoroughly described"
elsewhere.s-' but a short summary is appropriate.
The measured hemispheric transmittance Tm
(sample-to-reference signal ratio) through a single
port tends to be too high for several reasons. The most
obvious is that the sample itself reflects light that
would otherwise escape from the sphere through the
entrance port, which does not happen during the ref-
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erence measurement. Corrections are also made for
the fact that the diffuse part of the transmitted light
is directly scattered by the sample. This is not the
case for the specular part and the reference measure-
ment, for which the first sphere wall reflection is
needed to diffuse the light such that it enters the
detector's field of view. Another correction factor is
included to compensate for any non-Lambertian scat-
tering property of the sphere wall. Although it is in
general true that a sphere wall is not a perfect Lam-
bertian scatterer, this effect is small and x in Eq. (1)
below can be assumed to be equal to 1. The final
expression for the measured transmittance can then
be expressed as
[1- Rw(l- fs)l lTd + T.[Rw(l - xfs) + xt:Rsll
[1- Rw(l- f.) - ffls]Rw(l- xfs)
(1)
where S, is the signal recorded during the sample
measurement, S, is the signal recorded from the ref-
erence measurement, Rw is the reflectance of the
sphere wall, t, is the fraction of the sphere area that
is occupied by the sample port, R, is the sample hemi-
spheric reflectance, x is the deviation from Lamber-
tian behavior, and finally Td and T, are the correct
diffuse and specular transmittance values, respec-
tively.
By designating the hemispherical transmittance
Ttot = T; + Td = CTtot + (1 - C)Ttot, where C is the
fraction of light that is specularly transmitted, one
may solve Eq. (1) for Teot' which yields
r.;
Ss [1- Rw(l - fs) - f flslRw( 1- xfs)
S, [1- Rw(l- fs)]{C + II - C)[Rw(l- xfs) + xt:Rsll
(2)
The values ofR, and C in Eq. (2) must be measured
by other means or estimated by use of prior knowl-
edge about the sample, whereas Rw and t; are prop-
erties of the integrating sphere used.
The reflectance sphere used" for the experiments
reported in this paper was designed with a center-
mounted sample holder that can be rotated about its
own axis. This design, as for the single-beam trans-
mittance sphere, also results in an overestimation of
the hemispheric reflectance unless proper ~orrections
are applied. Correction is needed for the different
treatments required for specular and diffuse reflec-
tance as well as for port area, sample area, and angle
of incidence. The published equation- is applicable
only for opaque samples, whereas our samples here
are transparent and need an extra term. With an
approximate correction for the light that is twice
transmitted through the sample and reflected from
the sample holder, the full expression for the total
reflectance; Rtot, becomes T3eq
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wherefis the fraction ofthe area of the sample holder
that is not covered by the sample, Az is the ratio of the
AQ: A sample holder's area to the total sphere area, 8 is the
angle of incidence, R; is the reflectance of the sample
holder, and all other symbols are as in Eq. (1). It is
important to take into consideration that both Ttot
and R; vary significantly with angle of incidence. The
terms Az, Rw, and R, are sphere parameters that are
all sample independent. Equation (3) lacks any cor-
rection for side loss, which is recorded in the 5s term
because light that exits through the edges is con-
tained inside the sphere and is hence detected.
As T tot and Rtot depend on each other, it is not
obvious how best to find the correct values. A sug-
gested strategy is to measure diffuse and total trans-
mittance and reflectance for normal incidence with a
double-beam integrating sphere, which is a standard
accessory that is available for most commercial spec-
trophotometers. This gives information about the re-
lation between scattered and diffuse light (the C
factor) as well as a value of Rtot that one can use to
find Ttot withEq. (2). Corrected Rtot values can then be
found by use of Eq. (3) for each angle of incidence.
B. Goniometer Scatterometer
Hemispheric transmittance and reflectance are only
partly of interest for the performance of a translucent
sheet. The scattering angle profile that shows how
diffuse the transmitted light becomes is not deter-
mined by use of an integrating sphere. Goniometer
scatterometers have to be used to measure the angle-
resolved scattering intensity and to determine the
scattering profile.
Incident light
Fig. 2. Schematic of the goniometer setup used for angle-resolved
scattering measurements. Angle of incidence ct is defined as the
angle between the incident light and the sample normal (dashed
line). Scattering angle a is also defined relative to the surface
normal. The sample normal corresponds to a = 0·. Positive angles
are given by the clockwise direction; negative angles correspond to
angles in the counterclockwise direction from the surface normal.
(3)
The TRIlVIlVIsheets studied here are homogeneous
and isotropically scattering; hence it is sufficient to
measure only polar angle 8 from zero to 900 with a
fixed angle <I> for the normal angle of incidence. For
oblique angles of incidence the scattering profile be-
comes asymmetric, and a larger part of the hemi-
sphere must be measured. The scattering angle is
always calculated from the normal of the sample's
surface as defined in Fig. 2. F2
C. Ray-Tracing Scattering Model
Ray-tracing simulations have been used to model the
scattering behavior of the TRIMJvl-particle-doped
samples, and the algorithm used to produce a scat-
tering curve is shown in Fig. 3. Mie scattering theory F3
can be used to study a single scattering event, but
this does not suffice to describe properly the multiple
scattering that occurs in the sheets studied. The sim-
ulation was designed such that its results could be
compared to such intensity profiles as those recorded
with angle-resolved scatterometers, i.e., the intensity
for fixed <I> versus scattering angle 8, even though the
simulation is carried out in three dimensions and
thus allows for rays to emerge at any <1>.
D. Angle-Resolved Light Scattering in Vector Space
Sorensen and co-workers have demonstratedv-e the
benefits of studying Mie scattering with respect to the
scattering vector rather than the experimentally
more convenient scattering angle. The actual param-
eter used is the dimensionless quantity qR, where R
is the particle radius and q = 2k sin(8j2) is the scat-
tering wave vector for scattering angle 8 and light
wave vector k. This kind of analysis of the TRIlVIlV1
• Randomize distance to
next scattering point and
move ray there
• Use scattering distribution
to find change in theta and
randomize change in phi
• Work out new direction
Fig. 3. Flowchart describing the ray-tracing simulation.
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particle sheets is interesting in a wider scope than
just this specific sample because it probes the theory
of multiple Mie scattering.
The only arguments for using the scattering angle
as a variable are that it is intuitive (which is why
parts ofthe data presented in this paper are shown in
such a way) and convenient from an experimental
point of view, whereas wave vector q combines the
scattering angle and the inverse wavelength. The in-
verse of q is the probe length of the scattering.' Mul-
tiplying q by scattering particle radius R, which is
also included in Mie theory, yields a dimensionless
parameter that incorporates all variables in Mie scat-
tering except the relation between the scatterers and
the index of refraction of the medium.
Sorenson and Fischbach have shown that the Mie









where the phase factor is p = 2kR Im - 11, k is the
wave vector, R is the particle radius, and m is the
ratio between particle and matrix refractive indices.
These regimes hold for a single Mie scattering event,
but how this translates to multiple scattering has not
been thoroughly investigated. Knowledge about this
behavior is expected to result in simpler interpreta-
tion, even of multiple scattering data. For scattering
from particles of different sizes it is plausible to ex-
pect a smearing of crossover points, making the tran-
sition between one regime to another less sharp.
However, in large TRIMM particles the R depen-
dence is weak, but we retain it to allow for some
contribution from the minority of particles smaller
than 6 urn.
3. Experiments and Simulations
A. Studied Materials
In this study the number of samples studied was
reduced from 12 in the previous paper! to 4 in an
attempt to make the results clearer, given the greater
complexity of the scattering data. We concentrated
our efforts on the poly(methyl methacrylate) (PMMA)
7N matrix samples with 1011F Plexiglas TRIlYIM
particles as scatterers. The samples have been de-
noted N73 for a 3% weight concentration of TRIlYIM
particles and N77 for 7.3% TRIMlYl particle concen-
tration. Thicknesses of 1 and 3 mm were studied for
both particle concentrations, and the size of all sam-
ples was 5 em x 5 em.
The refractive index of the matrix (PMMA 7N) de-
creased from 1.496 at 400 nm to 1.488 at 700 nm. The
TRIMM particles' refractive index was determined
with an Abbe refractometer to be 1.507 at 633 nm,
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Fig. 4. Micrograph of the N77 sample, showing the smearing of
surface particles and an indication of a size distribution among the
TRI:\E\I particles. The full scale is 100 u.m (10 p.m per minor tick).
resulting in an m of 1.011. The dispersion in refrac-
tive index of the TRIMM particle material is assumed
to correspond to that of the matrix in such a way that
m is constant with respect to wavelength.
A micrograph of the near surface of the high-
concentration sample (N77) is shown in Fig. 4. The
spheres near the surface are expected to be slightly
deformed as a result of shear forces applied during
injection molding.
F4
B. Hemispheric ?eflectance and Transmittance
Measurements versus Angle of Incidence
The transmittance and reflectance for each angle of
incidence was measured with s- andp-polarized light
and calculated according to Eqs. (2) and (3). All val-
ues presented are the arithmetic averages of the s-
and p-polarized results.
The entrance port of the transmittance sphere is
circular, with a diameter of 42 mm, and the light spot
is focused to a diameter of less than 3 mm. Focusing
of the incident lig;ht causes a slight variation in the
angle of incidence of ± 10. The large ratio between
port diameter and light-spot diameter means that
almost all side 10ss7will occur through the edge and
that there will be none by side-shifted light exiting
the front surface. The spot size increases with angle
of incidence, and this limits the measurements to an
angle of incidence of 70°.
The reflectance measurements were carried out
with the same spot size as the transmittance mea-
surements. The sample holder, which is mounted in
the center of the reflectance sphere, was covered with
black. tape on the sample side. The sample was at-
tached with 1 em x 5 em strips of transparent
double-sided tape at the upper and lower parts of the
holder's surface. This left a small space between the
sample and the black tape of the holder. The black
tape was characterized for the relevant incidence an-
gles for use in Eq. (3). The double-sided tape behaves
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Fig. 5. (a), (b) Hemispheric reflectance (thinner curves) and transmittance (thicker curves) values for several angles of incidence of the
N73 sampl~s of thicknesses 1 and 3 mm, respectively. (c), (d) 1 - T,.t - Rtob which corresponds to absorption and side loss of the
transmittance measurements.
differently from the black tape, mainly in that it
sticks to the sample. This complication is ignored
because the double-sided tape is assumed to be far
enough away from the light spot, an assumption that
does not change with increasing angle of incidence, as
the light spot's shape is not elongated toward the
double-sided tape.
C. ,Angle-Resolved Measurements
All angle-resolved measurements were carried out
with a goniometer built at the University of Technol-
ogy, Sydney." Because of the instrument's design the
measurements were restricted to angles a from -900
to 700 while angle Q> was kept fixed. As the samples
studied were isotropically scattering, this restriction
posed no problem. A fixed He-Ne laser was used in
combination with a polarizer as a light source for all
measurements. Results presented for oblique angles
of incidence are arithmetic averages of s- and
p-polarized measurements.
D. Ray-Tracing Simulations: Comments on Their
Implementation
We carried out ray-tracing calculations to simulate
the He-Ne laser goniometer measurements. The
most frequent computation task in the program is the
scattering event, which is calculated several times for
each ray, and optimization of this part was crucial to
obtaining the correct results. The core of such an
optimization would be to get the. random scattering
angle with as few run-time calculations as possible
from a generated random number, because making
full calculations of the complete Mie formalism would
be far too time consuming and lead to unreasonable
simulation times. The relative intensity for an angle
follow from the relative probability that the ray will
be scattered in that direction. Knowing this probabil-
ity, it is possible to create a function that correlates a
linear random number to an actual scattering angle.
Such a probability function was reduced to a simple
lookup vector containing almost 5 X 106 elements to
10 May 2005 / Vol. 44, No. 14 / APPLIED OPTICS 5
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Fig. 6. (a), (b) Hemispheric reflectance (thinner curves) and transmittance (thicker curves) values for several angles of incidence of the
N77 samples of thicknesses 1 and 3 mm, respectively. (c), (d) 1 - T tol - Rto" which corresponds to absorption and side loss of the
transmittance measure men ts.
maintain a reasonable resolution for high angle scat-
tering. This strategy sped up calculations consider-
ably, requiring only a single scaling multiplication
operation of a random number from 0 to 1 to produce
a scattering angle. But, as the lookup vectors are
rather memory consuming, it is not possible to use a
large number of such vectors simultaneously; hence
we are limited to a discretized scattering distribution.
Restricting the simulation to a single wavelength
simplifies the scattering event not only because the
wavelength is constant but also because one does not
have to consider dispersion. The particle size distri-
bution for the samples investigated was handled by
use of an equal mixture of two discrete sizes, R
= 7.5 and R = 10 J.Lm.As the ray reaches a particle,
the particle's radius is randomized to one of the two
discrete sizes, and the angle distribution for that size
is used.
As the ray passes through the sample and is scat-
tered, new e angles are generated by use of the lookup
vector and new <t> angles are randomly generated
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Fig. 7. Hemispheric transmittance and reflectance versus angle
of incidence for 500 nm. The solid curves indicate the calculated
reflectance for a clear PMMA sample to emphasize the increased
effect of scattering with increasing angle of incidence. The large
difference between N73D3 and N77Dl indicates that side loss is
higher for thicker samples.
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Fig. 8. Experimental results for goniometer measurements of the seatteringprofiles versus angle ofineidenee for CalN73, 1 mm; (b) N73,
3 mm; (e) N77, 1 mm; and (d) N77, 3 mm.
from 0 to 2rr. The new angles Cia and ~<I» are added
to the ray's orientation by use of spherical geometry
according to
anew = arccostcos a sin ua + sin a sin ~a cos ~<I»,
(4)
sin u<l> sin M
<l>new= arcsin . a
Sin new
When the ray is refracted out through the exit
surface its a· angle is recorded by binning with OS
intervals. Rays exiting the side of the sample or back-
scattered toward the light source are not collected in
the forward-scattering bins. The <I> angle value is
dropped owing to sample symmetry. As all <I>angles
are recorded, the simulated intensity will be higher
than the measured intensity because the goniometer
uses only a single <1>.This increase is -proportional to
a factor sin a, by which the simulation result must be
divided to be comparable with the experimental data.
The proportionality constant i~ divided by itself when
the intensity is normalized, so it does not need fur-
ther attention.
4. Results
(5) A. Hemispherlc Reflectance and Transmittance
Measurements versus Angle of Incidence
The hemispheric transmittance and reflectance mea-
surements shown in Figs. 5(a), 5(b), 6(a), and 6(b) all F6
follow the expected increase in reflectance, hence de-
crease in transmittance, as the angle of incidence
increases. Figures 5(c), 5(d), 6(c), and 6(d) show the
amount of light that is absorbed or undetected owing
to side loss. The absorption ofPMMAis quite low, but
.it may increase slightly with increased path length of
travel through the samples. However, almost the full
10 May 20051 Vol. 44, No. 141 APPLIED OPTICS 7
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Fig. 9. (a) Comparison of ray-tracing simulation and measured scattering intensities for a normal angle of incidence for all four samples.
(b) Crossover regions for three of the simulated scattering intensities versus qR. Linear fits for low and high qR regions are shown. Values
for the I-mm N77 sample have been left out because of their similarity to those of the 3-mm N73 sample.
F7
contribution to the term 1 - Rtot - Ttot is due to side
10ss.1
The spectra in Fig. 5(c) show an almost constant
level for all angles of incidence except for the highest,
70°. This is an effect of the combination of low
TRIMJ.\'.Iparticle concentration and thin sheet thick-
ness, which results in negligible side loss at low an-
gles of incidence. Figures 5(d), 6(~), and 6(d) all show
a continuous increase in the side-loss term with in-
creasing angle of incidence, which is expected. A com-
parison of Fig. 5(d) (thick sheet with a low TRIMM
concentration) and Fig. 6(c) (thin sheet with a high
TRIM1vIconcentration) indicates that thickness plays
a larger role in the side loss than does TRIMM con-
centration. Comparing the transmittance and reflec-
tance with the angle of incidence for a fixed
wavelength, as shown in Fig. 7, makes the impor-
tance of sample thickness for side loss even more
obvious. This is certainly due to the fact that the
incident light hits the sample farther away from the
port, giving it a longer distance over which to scatter
away from the entrance port.
F8
B. Angle-ResolvedMeasurements at ObliqueAngles of
Incidence
Results for angle-resolved scattering at oblique an-
gles of incidence are presented in Fig. 8. Normal
angle-of-incidence results have been included for
comparison. These results confirm that the scattering
is symmetric at the normal angle of incidence, as
expected for an isotropically scattering sample.
Asymmetric broadening of the scattering profile is
seen as the angle of incidence increases. It is inter-
esting to note the similarity between Figs. 8(b) and
8(c), which again indicates that the number of scat-
tering events through a combination of thickness and
concentration is what produces the scattering profile.
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This outcome is consistent with all other results, but
it was of interest to verify that the thickness would
not result in peak broadening as a result of a longer
path length inside the sample.
C. Ray-TracingSimulationsforAngle-Resolved
Measurements at a NormalAngle of Incidence
A comparison of measured data and ray-tracing re-
sults is shown in Fig. 9(a). The slope toward higher F9
qR is close to the predicted power -4 behavior. The
phase factor, p, is 2.5 and 3.4 for 7.5- and IO-j.1mradii,
respectively, indicating the other two power regimes
to be insignificant. A more detailed look at the power-
law crossover regions is given in Fig. 9(b). The most
noteworthy detail is that the power-law crossover
point seems to occur at approximately the same rel-
ative intensity for all combinations of sheet thickness
and TRI1fl\JIparticle concentration, whereas the scat-
tering profile is shifted almost only as concentration AQ: C
and thickness increase toward higher qR without
much distortion of its shape. Another, more obvious,
characteristic is that the 3-mm N73 sample and the
I-mm N77 sample are extremely similar, indicating
that the number of scattering events is critical for the
profile, regardless whether this number comes from a
high concentration or an increased thickness.
5. Conclusions and Outlook
A thorough characterization of a translucent sheet
with TRIMM particles has been carried out for a
combination of different concentrations and sheet
thicknesses. Hemispheric and angle-resolved optical
properties at oblique angles of incidence agree with
earlier measurements at normal incidence, which im-
plies that the material is well suited to use in lighting
applications.
The possibility of simulating the scattering profile
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of a sheet of given thickness, particle concentration,
and particle refractive index is useful for the design of
new materials and structures by use of TRHvIM par-
ticles. The inverse situation in which material pa-
rameters can be obtained from a desired scattering
profile is still not possible and may not be achievable
considering the complexity of the scattering in these
materials.
All results, experimental and from simulations, in-
dicate that the combination of sheet thickness and
particle concentration that produces the effective
number of scattering events is what controls the scat-
AQ: D tering profile. We are currently investigating ways in
which the scattering profile scales with this scatter-
ing number, but these investigations have not been
completed.
Simulation of the scattering profile for oblique an-
gles of incidence can be handled by the ray-tracing
simulation program because both e and <t> for each ray
are calculated, but the lack of symmetry found for a
normal angle of incidence makes it harder to draw
any general conclusions.
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